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The Township Collection offers the warmth and beauty of the real wood carriage house
doors that conveniently operate overhead; just like conventional garage doors.
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I own S h I p The Township Collection™ offers two door styles; the “T” model which replicates

COLLECTION old swing type carriage house doors and “TM” models, side folding type doors.

“T" Model “TM” Model “TM” Designs

! =—1/8/,ClearAnnealedGlass =) 1!5 H% " j j
it i . ®— Shiplap Weather Joint - m—— TMO1S  TMO1A
= _ 1-3/8" Wood Frame l® | 3
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“T” mode! single car doors are 2 panels pin= “TM” model single car doors are 3 panels
wide, double car doors 4 panels wide, - wide, double car doors 6 panels wide,
7 high door = 3-section, 8’ high = 4-section, 7 high door = 3-section, 8’ high = 4-section, T™M04S TMO4A
standard window section height = 28” standard window section height = 28”
Construction:

The Township Collection is constructed with a 1-3/8” finger-jointed Hem/Fir wood frame using Mortise & Tenon Joints. Wood panels are 1/4“ exterior
Luan Plywood; windows glazed with 1/8” clear single pane DSB annealed glass. Doors are available up to

18’ wide and 12" high; doors 12’ to 18’ wide have the interior side of the bottom section flushed with 1/4”

Luan Plywood for additional strength. Designs with arched windows are 15°-0° radius standard, one arch

on single car doors and two arches on double car doors. You may also select 58’-0” radius arch on double =~ Double Car-2 Arches Double Car-1Arch
car doors. Doors are equipped with standard lift 15” radius torsion spring hardware; heavy gauge galvanized hinges and nylon rollers, manual push-up.

Options: (1) Solid Rail Frame, non finger-jointed, suitable for staining (8) Cedar or Hem/Fir Raised Panels
(2) Exterior Glued 1/4“ Breckenridge Plywood, rough textured (9) Non Standard Widths and Heights
(3) Flush interior of bottom section with 1/4” Luan Plywood (10) Prime Painting
(4) Flush back of door and insulate with polystyrene insulation (11) Low Headroom and High Lift Torsion Hardware
(5) Many single pane glass styles and colors, annealed and tempered (12) Decorative Hardware, see at www.nwdusa.com
(6) Custom Arched Windows, template must be provided by buyer (13) Garage Door Openers, by LiftMaster®

(7) Aladdin Window Detail,
08 lite window shown:

CHAMBERLAN' For ease of operation we recommen the

LiftMaster timasterproiessionai Lin Garage Door
SYwaeEEYowws  ofierlers for all Northwest Door products.

“T" Designs

T001S TOO1A T002S TO02A T003S TOO3A T004S TOO4A T006S TOOGA TOO8A

T101S T101A T102S8 T102A T103S T103A T104S T104A T106S T106A T108S T108A

T201S T201A T202S T202A T203S T203A T204S T204A T206S T206A

T301S T301A T302S T302A T303S T303A T304S T304A T306S T306A T308S T308A

TAO1S TAO1A TA02S TAO02A TAO3S TAO3A TA04S TAO4A TA06S TAOBA TA08S TAOBA TA09S
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TVO1S TVO1A TV02S TV02A TV03S TVO3A TV04S TVO4A TV06S TVO6A TVO TVO8A

TX01S TX01A TX02S TX02A TX03S TX03A TX04S TX04A TX06S TX06A TX08S TX08A TX09S
Note: All doors come standard paint grade, face of door is sanded and requires field finish sanding prior to application of door finish. At no time should a wood door get wet prior to applying
finish and must be finished prior to installation. Al surfaces and edges must be finished to validate NWD Wood Door Warranty. See warranty for proper painting and finishing instructions.
As a natural characteristic of wood, components of this product will not match in color or grain pattern, to achieve desired results special staining technics are required when applying finish.
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