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- Since 1946 -

" Builder Collection

Natural Wood
Carriage Style Garage Doors

NORTHWEST DOORe

The Builder Collection has been uniquely engineered with the builder in mind. It has been designed to
be a reasonably priced alternative to our fully customized wood Carriage Style garage Doors. This is a
natural wood product that is insulated and has a polystyrene core (6:18 R-Value). The window grid has
been uniquely engineered for easy removal; for applying finish paint or just normal cleaning. Alarge
selection of designs are available with standard sizes up to 18 feet wide and 9 feet high. All designs are

available in Stainable and

Paintable versions with your choice of either Western Red Cedar or Meranti

Mahogany overlay both having a Luan Mahogany plywood face. Prime painting is also available for your

convenience.

The Builder Collection is quality crafted by America's leading wood garage door manufacturer. The allure
of natural wood combined with its beautiful styling will add curb appeal and value to your home.
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""*Builder Collection”

Wood garage doors must be finished
prior to installation and protected
CONSTRUCTION: , from moisture at all times until the
Door frames are constructed using e Cb&;’: nealed finish has been applied to the door.
1-1/8” thick finger-jointed West Coast

kiln dried Hem/Fir heavy stile and rails,

Tongue & Groove weather joint at

meeting rails and a 1-1/8” Polystyrene

core, R 6.18. 1/4” exterior glued Luan

Door | Panels
Widths | Wide

Mahogany plywood is laminated and Q 80"
stapled to both sides of the wood door Q -

frame. A nominal 5/8” thick Meranti 9 -,0 ;
Mahogany or Western Red Cedar 10,-0,,
overlay is applied to the door 152-,_2
face to create one of the many designs. 15’-8”
A removable wooden grid forms the 16’-0”
window configuration and is secured with o
Stainless steel screws. All designs with Removable Wood 18-0
arched windows are a true 15’-0” radius. Window Grid

Door | No. Of

The door hardware is ruggedly engineered Hegh Seoor
with a torsion spring counterbalance system, 6,'6,,
heavy gauge hinging and galvanized horizontal 5/8” Natural Woo 6-9°
steel reinforcing struts as required by size and Overlay 7,'0,,
weight. Normal clearance track (15’R) is 1/4” Luan Mahogany Lo
standard and requires 18” headroom and 3-1/2” Plywood Face 7,'9,,
side room. Low head room clearance and high 1-1/8” Hem/Fir Wood Frame 8,'0,,
lift track types are also available. 1-1/8” Polystyrene Insulation Core 8-6

1/4” Luan Mahogany Plywood Back 9-0

Designs shown are single car 2 panel doors, double car doors are 4 panels wide and look like 2 single car doors side by sid
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B-EX01S B-EX03S B-EX04S - - B-EX01A - B-EX04A

Lno Garago Doorspaners o al Northwest Door products.
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